


с Features ) 
High Performance, Superior lmage Quality Ьу 
High Frequency lnverter Туре X-ray Generator 

eProducing more radiation in less time 
•Extended X-ray tube life Ьу the reduced electrical load
•lower radiation dose to patient
•Superior image quality using а standard wall outlet (ЗkVA) 

Simplicity and Reproducibllity 
•Superior image quality controlled Ьу advanced microprocessor

technology. Simple and reproduciЫe radiography Ьу
anatomical programming

eEasy operation provided Ьу digital control console

Excellent Mobllity and Positioning
.Easy movement with compact size and light weight

"Dead Man Break" allows for immediate breaking FlexiЫe 
positioning even in the most crowded patient areas Ьу the 
stability of pantographic arm 

.convenient positioning Ьу the rotating X-ray tubestand 

Stabllity during moving with strong structure 

•ReliaЫe tube protection structure 
•Compact design allows easy access to а small space
•Weight reduction Ьу the integrated monotank technology
•Clear visibllity during moving
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GENERAТOR 

Туре 
Rating 

X-ray Tube

Мах. Output Power 

High frequency inverter 
125 kVp / 20 mA 
80 kVp / 30 mA 
Focal Spot : 1.2mm х 1.2mm 
Мах. tube voltage : 125 kVp 
2.5 kW 

X-RAY CONTROL CONSOLE
lnput Power 
kVp Range 
mAs Range 
Exposure Signal 

Single Phase, 220VAC, 50/60Hz 
40~ 125 kVp 
1 ~200 mAs (42steps) 
Buzzer & LED Display 

X-RAY TUBE STAND
Arm Position 
from the Floor 

Мах. Height : 1976 mm 
Min. Height : 482 mm 

X-RAY ВЕАМ LIMIТING DEVICE

Туре 
Lamp 
Lamp Brightness 
Timer 

Manual 
Halogen, 24 VAC, 150 W 
More than 160 Lux 
Within 15~ 17 sec 
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